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ENFRANCHISED DISTRIBUTORS FOR SALES, INSTALLATION, 
AND SERVICE IN 159 MAJOR CITIES, SALES AND 
SERVICE DEALERS IN MOST BUILDING AREAS. 
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Are sold, warranted, and serviced exclusively by Crawford 
Door Sales Companies, (see back cover). Typical Crawford 
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Recently Introduced Products and Features 


industrial 

• Improved Pass Doors for Industrial Doors. 

• New Improved Aluminum Muntins. 

• New Line of Heavy Duty Industrial Motor Operators. 

• New Extruded Aluminum Doors. 


residential 

• New Low Headroom Hardware. 

• Improved Flush Panel Garage Door. 

• Carved Hardboard Panels. 

• Thriftmaster one-piece economy door. 



additional information 

Can we supply you with additional information? The 
services of Crawford’s Consultation Service are at your 
disposal. 

Too, Crawford has available the new 1960 “Sixty Second 
Door Selector,” a revision of Crawford’s famous Archi¬ 
tect’s Manual which details the complete Crawford line. 


Handsomely bound in a 3-ring cover, this up-to-date 
manual is available from your local Crawford distributor. 
Or you may write us direct at the Crawford factory and 
we will see that your nearest Crawford representative 
personally delivers one of these manuals to you. Write 
Crawford Door Company, 230-20263 Hoover Road, 
Detroit 5, Michigan. 
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Crawford Engineering and Controlled Manufacture of ALL Door Components 
in Crawford’s OWN Plants, Assures Precision-Integrated Operation. 






































































































1. Coated safety torsion springs mounted on one-piece 
continuous steel shaft. 

2. Self-lubricated, quiet, aero-type cable . . . three times 
the life of ordinary cable. 

3. Zinc-coated, rust-resistant track. 

4. No sag, no warp Marvel-Weld rail construction. 

5. New smooth action long life rollers (nylon optional) 

. . . precision engineered brackets. 

6. Eased edges, overlapping section joints . . . weather- 
tight, no binding from paint. 

7. Smooth, single-ply, weather-resistant Marvel-Life pan¬ 
els . . . WARRANTED FOR LIFE. Plywood panels avail¬ 
able. 

8. Heavy duty hinges for positive section alignment, 
added structural rigidity. 

9. Conveniently located, damage-proof latch. 

10. Bottom corner bracket with flange mortised under 
door to take all lifting load. 

11. Full-length horizontal and diagonal U-bar braces. 

Any Crawford Residential Door is easily converted to push¬ 
button automatic operation from your car by installing 
General Motors Delco-matic Garage Door Operator. No 
special attachments required. 


famous CRAWFORD firsts 

Many improvements and refinements in wood and hardware have 
been made through the years. 

1. First SAFETY TORSION SPRING mechanism standard on 
Marvel-Lift models at no extra cost. 

2. First AERO-TYPE CABLES spun from 56 rustless steel strands, 
self-lubricated, with eleven times the strength required to 
lift and support the door. 

First CABLE DRUMS on BOTH ends of full-width shaft for 
balanced lift. 

First GROOVED CABLE DRUMS for perfect cable winding. 
First INNER-OUTER RACE BALL BEARING ROLLERS with 13 
hardened, plated steel balls; finest roller in the industry. 
First BIG SILENT-RUNNING NYLON ROLLERS, practically 
wear-proof. 

CRADLE-TYPE BOTTOM BRACKETS with inset lifting flange; 
no lifting strain on bolts. 

ZIN-COTE RUSTPROOF PLATING on small parts; extra oil 
coating on larger parts to protect metal. 

First MAGI-COTE WOOD SEAL AND PRESERVATIVE (op¬ 
tional) to protect wood fibers and finish. 

First DO-IT-YOURSELF CUSTOMIZED DESIGN PACKAGE 
available with every door to let you do your own door 
decorating. 

FULL WIDTH, NO-SAG STEEL TRUSSES on two-car doors. 
Written 1 2-MONTH DISTRIBUTOR WARRANTY on installation. 


3. 

4. 

5. 

6 . 

7. 

8 . 

9. 
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Vertical truss on doors 16'1" thru 22'2"-wide. 
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LOW LIFT OPERATION—54 SERIES: For small and medium size doors, 
permits the door to be raised just clear of the opening. 


model 54A 

conventional 

hardware 



Small Size 

WOOD CASING: 

8'0" to 12'0" wide 
16 ' 0 ” max. height 
STEEL JAMBS: 

8'0" to 12'2" wide 
16'l " max. height 


Medium Size 

WOOD CASING: 

1 2'1" to 22'0" wide 
16*0” max. height 
STEEL JAMBS: 

12'3" to 22'2" wide 
16'l” max. height 


model 54B 
minimum 
sideroom 
hardware 



WOOD CASING: 

8'0" to 12'0" wide 
16*0” max. height 
STEEL JAMBS: 

8'0" to 1 2'2" wide 
16'l” max. height 


WOOD CASING: 

1 2' 1" to 22'0" wide 
16'0" max. height 
STEEL JAMBS: 

1 2'3" to 22'2" wide 
16'1" max. height 


model 54C 
minimum 
headroom 
hardware 



WOOD CASING: 

8'0" to 12'0" wide 
16'0” max. height 
STEEL JAMBS: 

8'0" to 12'2" wide 
16'l" max. height 


WOOD CASING: 

1 2'1" to 22'0" wide 
16*0” max. height 
STEEL JAMBS: 

1 2'3" to 22'2" wide 
16'l" max. height 


DETAILS APPLY TO SMALL, 

MINIMUM SIDEROOM 


models 

MINIMUM 

FOR WOOD CASING 

MINIMUM 

FOR STEEL JAMBS 

sideroom 

center post 

sideroom 

center post 

54A, 55A 

6' 

12' 

7' 

14' 

54B, 54C, 55B, 55C 

W 

9' 

3' 

6' 

64A, 65A 

w 

13' 

8' 

16' 

64B, 64C, 65B, 65C 

6' 

12' 

W 

9' 


IMPORTANT: For bracket or regular mounting on wood jambs, these figures 
will suffice. For reverse angle mounting on steel jambs remember 
to add 1" to height, 2" to width of door. 


€ f 

SECTION AND PANEL SCHEDULE 


SECTIONS 

PANELS 

door height 

standard 
no. of 
sections 

optional 
no. of 
sections 

door width 

standard 
no. of 
panels 

optional 
no. of 
panels 

up thru 8'6' 

4 

3, 5 

8'0" 

2 

1,2,3,4,5,6 

8'7' thru 10'6' 

5 

4, 6 

8'1" thru ll'lT 

3 

1,2,3,4,5,6,7,8,9,10 

10'7' thru 1 2'6' 

6 

5, 7 

12'0" thru 14'IT 

4 

3,5,6,7,8 

12'7' thru 14'6' 

7 

6, 8 

15'0' thru 16'0' 

5 

3,4,6,7,8,9,10 

14'7' thru 16'6' 

8 

7, 9 

16'1' thru 22'0' 

6 

4,8,10,12 

16'7' thru 18'0' 

9 

8, 10 

22'1 ' thru 24'0' 

8 

4,6,10,12,14,16 ; 




24'1' thru 30'0' 

10 

8,12,14,16,18,20 \ 


Panel arrangement options also available with narrow line (thin 
line) stiles for service station and similar installations. Flush sec¬ 
tions also available for entire door or for flush bottom section 
only. Option of unequal panel arrangement is also available. v 

w r 
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door features 

1 . Oil-tempered safety torsion springs mounted on one-piece contin- 
uous steel shaft. 

2 . Zinc-coated rust-resistant track. 

3. Self-lubricated, 42 strand cable. 

4. Heavy duty test hinges for positive section alignment, added struc¬ 
tural rigidity. 

5. Damage-resistant, weatherproof Marvel-Life panels guaranteed for 
life of door (plywood optional). 

6 . Eased edge, overlapping section joints . . . weather-tight, no bind¬ 
ing from paint. 

7. Smooth action ball bearing rollers . . . precision engineered 
brackets. 

8 . Damage proof lock. 

9. Heavy duty bottom corner bracket. 



MEDIUM AND LARGE SIZE MARVEL-LIFT DOORS 


MINIMUM HEADROOM 


model 

door height! 

H** 

headroom 

model 

door height 

C 

clearance 

H 

maximum 
high lift 

54A 

up thru 9'1 ' 

1 4" (1 3') 

55A 

up thru 1 2 ' 0 * 

6 ' ( 8/2 ) 

84' 


9'2' thru 13'T 

141/2" (13") 


1 2 ' 1 " thru 1 6 ' 0 " 

7' ( 8 / 2 ') 

84' 


1 3'2' thru 1 4'0' 

15»/ 2 ’(14") 

55B 

up thru 1 2 ' 0 ' 

7' ( 8 / 2 ') 

84' 


14'1' thru 16'0' 

151/2" 





54B 

up thru 9'1' 

15' 

55C 

up thru 1 6 ' 0 * 

5/2' ( 8 / 2 ') 

84' 


9'2' thru 13'1' 

16'/2" 






1 3'2' thru 1 6'0' 

18' 





54C 

up thru 1 6 ' 0 ' 

14' 





64A 

up thru 9'1' 

20 ' 

65 A 

up thru 1 2 ' 1 ' 

13' 

84' 


9'2' thru 1 3'1 ' 

21 ' 


1 2 ' 2 ' thru 1 6 ' 1 ' 

14' 

84' 


1 3'2' thru 1 8'1 " 

22 ' 

65B 

up thru 1 2 ' 1 ' 

14' 

84' 

64B 

up thru 9'1' 

20 ' 

65C 

up thru 1 2 ' 1 ' 

9' 

84' 


9'2' thru 1 3'1 9 

22 ' 


over 12 '!' 

11' 

84' 


1 3'2* thru 1 8'1 9 

24' 





64C 

up thru 9'1' 

151/2' 






9 / 2' thru 13 # r 

17' 






13'2' thru 18M* 

19' 






^ t 1 ' for steel jambs. Add 5' in amount of headroom required for center track—standard 
m on all doors over 24'3' wide. 

** see page 18 for special low headroom hardware when required. 


TRUSS DETAILS 

W 


J-Bar Truss, openings 12'1" wide to 14'0" wide . 1-5/8" 





U-Bar Truss, openings 14'1" wide to 16'0" wide 
To 17'0" wide 584, 594, 684 hdw. 






-Bar Truss, openings 16'1" wide to 18'0" wide . 2-1/2" 
To 20'0" wide 584, 594, 684 hdw. 


Rigid Truss, openings 18'1" wide to 22'0" wide 4" 

Openings 22'1" to 24'0" wide. 5 « 

Openings 24'1" to 30'0" wide.. . 4" truss 

plus center track 

TRUSS SCHEDULE 



REGULAR ANGLE OR 
BRACKET MOUNTING 

REVERSE ANGLE 
MOUNTING 

NO. OF TRUSSES 

DOOR HEIGHT 

DOOR HEIGHT 

. up thru 8'6' 

up thru 87' 

3 

1 8'7'thru 10'6' 

8'8' thru 107' 

5 

107' thru 1 2'6' 

10'8' thru 127' 

6 

127' thru 1 4'6' 

1 2'8' thru 147' 

7 

147' thru 16'6' 

U'S” thru 167' 

8 

167' thru 1 8'0' 

16'8' thru 1 8'1' 
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HIGH LIFT OPERATION—55 SERIES: For small and medium size 
doors, permits the door to rise vertically some distance before 
leveling into a horizontal position. 


model 55A 
standard 
high-lift 
hardware 


model 55B 
minimum 
sideroom high- 
lift hardware 


model 55C 
special 
high-lift 
hardware 



Small Size 

WOOD CASING: 

1 2'l " to 22'0” wide 
16^0” max. height 

STEEL JAMBS: 

1 2'3" to 22'2" wide 
16V' max. height 


WOOD CASING: 

12'1" to 22'0" wide 
1 2'0" max. height 

STEEL JAMBS: 

I 2'3" to 22'2" wide 
I 2'1" max. height 


WOOD CASING: 

12'l" to 22'0" wide 
16'0” max. height 

STEEL JAMBS: 

1 2'3" to 22'2" wide 
16'l" max. height 


Medium Size 


WOOD CASING: 

12V' to 22'0" wide 
16'0" max. height 


WOOD CASING: 

12'1" to 22'0" wide 
1 2'0" max. height 


WOOD CASING: 

12V' to 22'0" wide 
16'0" max. height 


STEEL JAMBS: 

1 2'3" to 22'2" wide 
16'l" max. height 


STEEL JAMBS: 

1 2'3" to 22'2" wide 
12'l" max. height 


STEEL JAMBS: 

1 2'3" to 22'2" wide 
16'l" max. height 
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WIDTH: 22' l" to 300' 
THICKNESS: 1»/ 4 " 


MAX. HEIGHT: 18'0" 
TRACK: 3" 




LOW LIFT OPERATION—64 SERIES 

Center cable standard on all doors over 22'0" wide. Center track 
assembly standard on all doors over 24'3" wide. 


HIGH LIFT OPERATION-65 SERIES 

Highlift—1 3 " thru 84”. Reduced by 1 3 " if center track required. 



model 64A 

standard 

hardware 



model 64B 
minimum 
sideroom 
hardware 



model 64C 
minimum 
headroom 
lli hardware 



model 65A 
standard 
high-lift 
hardware 



model 65B 
minimum 
sideroom high¬ 
lift hardware 



model 65C 
special 
high-lift 
hardware 
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WOOD CASING: 

22'1" to 30'0" wide 
18'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
18'1" max. height 


WOOD CASING: 

22'1" to 30'0" wide 
1 8'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
18'1" max. height 


WOOD CASING: 

22'1" to 30'0" wide 
18'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
18'1" max. height 


WOOD CASING: 

22'1" to 30'0" wide 
1 8'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
1 8'1" max. height 


WOOD CASING: 

22'1" to 30'0" wide 
1 2'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
12'1" max. height 


WOOD CASING: 

22'1" to 30'0" wide 
1 8'0" max. height 
STEEL JAMBS: 

22'3" to 30'3" wide 
1 8'1 " max. height 


consultation service 

We believe that Crawford door buyers are 
entitled to a competent consulting service, to 
help in choosing the perfect “job-tailored” 
door for each individual installation. Certainly 
the experience of the Crawford distributive 
organization in supplying, installing and serv¬ 
icing nearly half-a-million doors must be 
worth something to architects, engineers, con¬ 
tractors, builders, and maintenance personnel. 

Special designs can be made for doors re¬ 
quiring openings and tracks installed in un¬ 
usual structural situations. Tracks can be 
fabricated to follow roof slopes. 

We know that it has proved its value many 
times, and so we invite you to use it. It’s 
free, of course. Write your nearest distributor 
(see list on back cover). 






































































































opening preparation 

NOTE: For minimum headroom and sideroom dimensions see hardware 
details listed on pages 4, 5 , 6 and 7. 



industrial 

commercial 


Giau/M 


large sixe marvel-lift 
consultation service 
opening preparation 
specification for commercial-industrial doors 

vertical lift 


Hiriiw 


168 

Cra 


JAMB DETAILS 




WOOD 


STEEL 




The number, dimension and location of this 
member varies with individual job.Consult your 
Crawford door supplier for proper details. 

NOTE: All casings must be flush. All bolts and 
nuts must be countersunk. Sidecasings or inside 
face of steel jambs to extend to ceiling or mini¬ 
mum headroom height. 




A 14" minimum for 2" track, 15" minimum for 3" track 
B 2-1/2" minimum angle for 2" track, 3-1/2" minimum angle for 3" track 


SPECIFICATIONS FOR 
COMMERCIAL-INDUSTRIAL DOORS 

WOOD —Stiles and rails shall be of Douglas Fir or 
Western Hemlock, dowelled, steel-pinned and wa¬ 
terproof glued with rabbeted joints. Panels of 
Marvel-Life hardboard or V 4 " plywood optional. 
Doors to be completely sanded ready for paint. 
Magi-Cote protective treatment or prime coat op¬ 
tional. Any or all sections may be left open for 
glass. 

HARDWARE —To include: safety torsion springs on 
a continuous shaft full width of door, rust proofed 
aero-type cables; rollers having ball bearings in 
hardened raceways with one-piece tire rim; bottom 
corner bracket mortised under door with bolts 
through both end stiles and bottom rails; hinges 
bolted through stiles and rails . . . Medium size 
doors over 12'r' wide shall be additionally rein¬ 
forced with suitable horizontal trusses. Doors over 
16'1" wide shall have suitable vertical truss, except 
where door weight requires a center cable (for 
truss details and schedule see pages 4-5). Doors 
thru 20'0" wide, not requiring center cable because 
of weight, shall have suitable vertical truss. 


vertical lift doors 
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ALL-STEEL TORSION SPRING DOORS 


The door is a series of sections built up as follows: All sections are 
constructed of 6" deep ribbed roll formed pans of 20 ga. (.036) 
steel. These pans are welded to 13 ga. (.089) steel end channels 
and to 16 ga. (.062) steel box type center reinforcing members. The 
bottom section only has a 13 ga. (.089) channel running full width 
of door as shown below. Pans are 20 gauge (.036") steel. End 
channels are 13 gauge (.089") steel, and box sections are 16 gauge 
(.062") steel hat-sections, welded to pans. Bottom channel of bottom 
section is 13 gauge steel. 

Smooth, easy operation is assured by the Crawford Torsion Spring 
Mechanism and mounted on a single, full-width shaft so that the door 
can be opened or closed from either side with perfectly smooth oper¬ 
ation and no jamming or binding. 

Torsion Springs mounted on the shaft are adjustable to the exact “lift” 
required to counterbalance individual door-weight. 

All hardware is heavy duty throughout and is stoutly fastened. All 
operating strains are confined to the hardware; none are transmitted 
to the door or to the wall. 

ALL-STEEL MARVEL-LIFT DOORS are available in any width up to 
24'3". Heights range from 7'1" to 18'l" in 6" steps, that is, 7'l", 
7'7," 8'l", and so on. 

Installation is neat, compact, simple. Service and parts are always 
available. 



TORSION SPRING MECHANISM 

showing Dual Torsion Springs, Full- 
width, One-piece Shaft, Ball Bear¬ 
ing Mounted. 


FULL WIDTH BOTTOM channel 

(13 gauge on bottom section) 


FULL width rubber weather 


STRIP- 


rJi^pcra 


BALL BEARING STEEL ROLL¬ 
ERS, case hardened, with sol¬ 
id steel tire around outside of 
bearings and raceways for 
long wear. 


GOOD CYLINDER LOCK with 
two keys. Sturdy lock bar mech¬ 
anism engages track for posi¬ 
tive locking. Chrome plated 
lock handles. 


CRADLE TYPE BOTTOM COR¬ 
NER BRACKET has a stout 
flange which is set under the 
bottom of the door and takes 
all lifting load on both sides. 
No load on the fastenings. 


BOX-TYPE PANEL CONSTRUC¬ 
TION is shown in diagram below. 
Each section has Drip Lap at the 
bottom to shut out rain, wind, dust. 
Heavy rubber weather-seal strip 
top and bottom of door. 


Minimum headroom and side- 
room for steel doors matches 
minimum dimensions sched¬ 
uled for wood door sizes as 


scheduled—pages 4 , 5 and 
6. Hardware series types as 
noted also applies to steel 
door sizes as scheduled. 



DEPTH EQUALS DOOR HEIGHT- 
PLUS 22 MAXIMUM 


SECTION SCHEDULE 

/ UP THRU 81 

1-4 SEC. 

8 -7 THRU 10-1 

-5 SEC 

DOORS 10-7 THRU 121 

1-6 SEC. 

12 -7 THRU 14 1 

-7 SEC. 

\ 14-7 THRU 16 -1 

-8 SEC. 


TT INNER FACE 


-OUTER FACE 



DRIP LAP AT 
^BOTTOM OF 
SECTION 
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MARVEL-LITE ALUMINUM DOORS 



MARVEL-LITE STANDARD 

(with kick panels added in bottom section) 



MARVEL-LITE NARROWLINE 


'TDjijiiPl 

©uudbid: 

ffiOMi! 


industrial 

commercial 


all steel torsion spring 
marvel-lite aluminum 


16 i 
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1. Oil-tempered safety torsion spring 
mounted on one-piece continuous, 
full-width steel shaft. 

2 . Zinc-coated, rust-resistant track. 

3. Self-lubricated, 42 strand cable. 

4. Riveted, heavy duty strap hinges. 

5. Seamless, super-strong heliarc welded 
joints. 

6 . Smooth action ball-bearing rollers... 
precision engineered brackets. 

7. High strength hollow extruded alumi¬ 
num stiles and rails. 

8 . Integral extruded reinforcing strut on 
narrowline door. 

9. Damage-proof end stile lock. 

10 . Removable, single or double, leather 
grained finish kick panels. 

11. Heavy duty, weight-lifting corner 
brackets. 

12 . All-weather rubber astragal. 


SPECIFICATIONS 

SIZES 

STANDARD—8' to 12' widths—7' to 16' heights (2 W track) 
NARROWUNE—8' to 14' widths—7' to 16' heights (2" track) 

SECTIONS 

4 sections for 7' high doors up to 8 sections for 16' high doors. 

PANEL ARRANGEMENTS 

DOOR WIDTHS 

Thru 9'6" 

9'7" thru 10'6" 

10'7" thru 11'6" 

11'7" thru 14'0" 

STILES and RAILS 

Door thickness 1%". Heliarc welded joints. Top roils, bottom rails, end 
stiles 2 '/ 2 . 

Center stiles: narrowline %", standard 2>/j". Meeting rails, narrowline 
1 >16 / standard 4 % . 


PANELS 

Double aluminum panels .040" thick each, bottom section 
with remaining sections open for single or double strength 
glass on narrowline. 

All sections open on standard. Single or double kick pan¬ 
els optional. 

FINISH 

Belt sanded 6063T-5 aluminum stiles and rails. Leather 
grained finish on kick panels. Anodizing optional extra. 

HARDWARE 

Attaching hardware rust-resistant plated. Available with 
Vanguard, or Marvel-Lift industrial hardware. 

LOCK 

5-tumbler cylinder type. Nationally known make, right side 
location standard on all narrowline doors. 

OPERATION 

Manual with safety torsion spring. Or, electric . . . Crawford 
Mainline industrial operator recommended. 


STOCK 

3 

3 

4 
4 


OPTIONAL 

2, 4 
4 

3, 5 
5, 6 
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SPECIAL HARDWARE ACCESSORIES 


pass doors 

1 . threshold strip Vs" steel 




2 . turnbuckle braces 

3. truss 

4. door check 

5 . night latch 

6 . truss 

7 . five pin tumbler lock 
mechanism 

8 . metal weatherstripping 
Vs" steel 

9. continuous hinge 
1 0. corner irons 

11 . bommer spring alternate 
to door check 


l l 


i l 

ltd 

•+ 

c 

7-- 



e-l 

i i 
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OUTSIDE 



All doors 13'1" thru 20'1" wide 
with pass door have center 
track. Additional 5" headroom 

required over standard model 54A, or 64A. All doors 
15'7" thru 20'0" wide with pass door have center cable 
power unit and center track. Additional 10" headroom re¬ 
quired over standard model 54A, or 64A. 

Standard pass doors 3 sections high. A 4-section pass door 
available for doors 5 or more sections high. 

NOTE: Standard pass doors swing out. Only one pass door 
per sectional door possible. 

special low headroom hardware 

For larger doors 8" hdrm. required for this type hdwe. 

For those jobs where the available headroom is less than 
the minimum standard headroom. 

Add one inch headroom to specifications above for steel 
jamb installation. 


SERIES 53A 

(for small and 
medium size doors) 
minimum headroom 
—6" or 8" wood 
maximum 
width—1 8' 
maximum 
height—16' 

size limitation—150 sq ft. and/or 600 lbs. weight 

SERIES 63A 

(for large size doors) 

minimum headroom—9" wood, 10" steel jambs 
maximum width—22' 
maximum height—18' 

Adaptable to all doors thru 22' wide x 18' high 

not requiring center track or cable because of weight. 



removable mullions 

for 2 or more doors in single opening 

Crawford removable mullions are of extruded aluminum, 
extremely light and can be handled easily without the 
aid of mechanical equipment. Unlimited number of doors 
may be put in one opening. Regular traffic may be han¬ 
dled with ease through smaller doors. Then mullions may 
be removed to afford use of full opening width when 
needed. 
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thru 16'1" 


high—20"*; 9'1" 


for 74B and 74C doors up thru 20'0"** wide, 16'0"* high 
for 75B doors up thru 20'0"** wide, 12'0"* high 
for 75C doors up thru 20'0"** wide, 16'0"* high 
74B (min. headroom): up thru 9'1" high— 19y 2 " 

9'2" thru 13'1"— 21 y 2 "* ; 13'2" 
high—24"*. 

74C (min. headroom): up thru 9'1' 
high thru 16'1" high 20"*. 

75B—up thru 1 2'1"—7" 

75C—up thru 16'1"—5y 2 " 

74B—13 Vi" 

74C—13" 

75B and 75C—High Lift 84" max. (18' max. clearance) 

1 74B—Door height plus 16". 

2 74C—Door height plus 28". 

3 75B—Door height minus High Lift plus 26". 

4 75C—Door height minus High Lift plus 38".*** 

* Add 1" for steel jambs; ** Add 2" for steel jambs. 
*** These figures include 12" for power unit in rear. 



spring bumpers 

Are available where it is desired to prevent shock to the 
structure. These shock absorbers are available in either: 

A—Leaf Spring Type or B —Coil Spring Type 
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chain hoists 

SIDE MOUNTED (4 to 1 ratio) for model 55A, 55B, 65A, 
65B, 58A and 68A doors 



"A” sideroom required (on hoist side)— 

55A —8", 55B—6 V 2 ", 58 A—9 y 2 ", 65A—8 % ", 65B—7", 68 A—10" 
Note: add 1 for reverse angle 2" track; add P/ 2 " for reverse angle 
3 track. Additional headroom required for reverse angle mounting_1", 


trolley type (3 to 1 ratio) 


for all doors except Vertical Lift and High Lift 


models 

54A 

64A 

54B 

64B 

Additional 

Headroom—add 

5 Vi 

5 Vi 

5Vi 

5Vi 

Additional 

Sideroom Reg. 

5 

5 

2 Vi 

1 Vi 

Hoist Side— 

Add Rev. 

5 

5 

5 

4 Vi 


Note: Depth is door height plus 48". 




industrial 

commercial 


special hardware 
and accessories 


rSSiS 
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direct drive chain hoist 

For use on large doors where minimum opening and 
closing is required. A hand chain operator is the eco¬ 
nomical installation, compared with the pushbutton mo¬ 
tor operated power operators. 

disconnect hoist 

For hand operation of motor operated doors in case of 
power failure. Assembly includes hand chain connected 
with a clutch that engages shaft assembly. An important 
emergency operation feature. 

rubber astragal for l 3 /s" 
thick doors and over 




automatic opener (wood casings only) 



This quick release device allows door to open automatically when 
springs are suitably adjusted. 

When desired, standard lock normally furnished can be altered to 
allow operation of automatic opener from outside. 

A brake attachment is supplied to stop door in open position. 


CRAWFORD DOOR COMPANY 11 






















































































































































INDUSTRIAL OPERATORS 


■fa 


Crawford Mainline Series Door 
Operators feature: 

• Ingenious disconnect mechanism with auto¬ 
matic latching without need for notch plate 
on wall. 

• Limit switch settings are not affected when 
using disconnect device. 

• Electric solenoid brake is standard equip¬ 
ment on side-mounted or Jackshaft and 
Chainhoist models. Optional on trolley or 
overhead mounted type. 

• Design permits either wall, ceiling or shelf 
mounting of Jackshaft unit and either ceiling 
or shelf mounting of Hoist unit. 

• Sturdy malleable iron mounting base sim¬ 
plifies installation, and makes a neater and 
stronger mount. 

As a safety factor electric power is automati¬ 
cally cut off, on the chain hoist model, when 
hand hoist is engaged. 

Write your nearest Crawford sales represen¬ 
tative for your copy of Mainline Series com¬ 
plete Door Operator Catalog. 








Optional Auxiliary Chain Hoist with 
Disconnect for Low Lift Doors with 
Trolley Type Operator. Part No. 
CR2070-A. Order with Operator and 
also specify CR7034A Sidemount Dis¬ 
connect. 


Hinged 

Mount 


Spring Loaded 
Reversing Contactors 
Permit Universal 
Mounting of Operator 


Fan Cooled 
Motor 


Electric 

Solenoid 

Brake 

Standard on 
Jackshaft and 
Chain Hoist 
Models, 
Optional on 
Trolley Model. 


Worm Gear 
Reduction Unit 


Clutch 


Worm Gear 


Clutch 

justment 


Clutch 

Spring 


Automatic 
Thermal 
Over-Load 
Protection 


Solid 

Mounting 
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Clutch 

Facing 
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industrial operators 


industrial 

commercial 


mainline operator model chart 


161 

Cra 


maximum 

door 

fixe 

trolley 

ANO Al 

weight 

OPERATOR 
•PROXIMATE S 

jackshaft 

MODEL 
HIPPING Wl 

weight 

EIGHTS 

chain hoist 

weight 

voltage 

and 

phase 

h.p. 

wiring 

types 

200 sq. ft. 

2-00 sq. ft. 

CTA311 
CTAD311 

88 

86 


- 


- 

110-S 

110-S 

Vi 

1/3 

A 

AD 

200 sq. ft. 

200 sq. ft. 

200 sq. ft. 

200 sq. ft. 

200 sq. ft. 

CT311 

CT321 

CT323 

CT343 

CT353 

98 

98 

98 

98 

98 

CJ311 

CJ321 

CJ323 

CJ343 

0353 

65 

65 

65 

65 

65 

CJH311 
OH321 
CJH323 
CJH343 
CJH353 

85 

85 

85 

85 

85 

110-S 

220-S 

220-3 

240-3 

550-3 

Vi 

Vi 

Vi 

Vs 

Vi 

*B, C, D, E, R 
*B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 

300 sq. ft. 

300 sq. ft. 

300 sq. ft. 

300 sq. ft. 

300 sq. ft. 

CT211 

CT221 

CT223 

CT243 

CT253 

106 

106 

106 

106 

106 

CJ211 

CJ221 

CJ223 

0243 

0253 

75 

75 

75 

75 

75 

CJH211 
CJH221 
OH223 
CJH243 
CJH253 

95 

95 

95 

95 

95 

110-S 

220-S 

220-3 

440-3 

550-3 

Vi 

Vi 

Vi 

Vi 

Vi 

*B, C, D, E, R 
*B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 

400 sq. ft. 

400 sq. ft. 

400 sq. ft. 

400 sq. ft. 

400 sq. ft. 

CT411 

CT421 

CT423 

CT443 

CT453 

116 

116 

116 

116 

116 

CJ411 
CJ421 
CJ423 
0443 
0453 

85 

85 

85 

85 

85 

CJH411 

CJH421 

OH423 

CJH443 

CJH453 

95 

95 

95 

95 

95 

110-S 

220-S 

220-3 

440-3 

550-3 

3 A 

3 A 

3 A 

3 A 

3 A 

*B, C, D, E, R 
*B, C f D, E, R 

B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 

500 sq. ft. 

500 sq. ft. 

500 sq. ft. 

CT123 

CT143 

CT153 

126 

126 

126 

CJ123 

CJ143 

CJ153 

95 

95 

95 

CJH123 

CJH143 

CJH153 

105 

105 

105 

220-3 

440-3 

550-3 

1 

1 

1 

B, C, D, E, R 

B, C, D, E, R 

B, C, D, E, R 


Consult Factory for Higher Horsepower or Voltages not shown. 

* $ ee price list for instantly reversible motors necessary on SINGLE 
PHASE for type “E and R” wiring and for pneumatic safety device to 
reverse door. 


When CJH model is used to drive main spring shaft of roll steel door, 
use y 2 HP on 200 sq. ft. 

Every operator supplied with one control station. 

Each jackshaft and hoist operator also supplied with 10 ft. drive chain 
and hoist operator includes 25 ft. of hand chain. 


CONTROL STATIONS 




CR7028 

Three Button 
Indoor 


CR597 

Three Button 
Oil Tight—Indoor 


CR475 

Keyed 

Oil Tight — Indoor 



CR7074 

Two Button 
Indoor 


CR7059 

Single Button 
Indoor 


CR596 

Single Button 
Weatherproof 


CR880-S 

Ceiling Pull 
Weatherproof 


CR478 

Ceiling Pull 
Indoor 


CR477 

Key Post 
Weatherproof 


description of wiring types 

A Momentary contact (single button) STARTS on first 
press of button, STOPS on second press if door is 
moving, REVERSES on third press. 

Constant pressure (single button) REVERSES direction 
every time button is pushed, but button must be held 
in to keep running. 

B Momentary contact (three button) OPEN, CLOSE, 
STOP. 

C Momentary contact (three button) on OPEN and 
STOP, constant pressure on CLOSE. 

D Constant pressure (two button) both OPEN and 
CLOSE. Release of either button stops door. 

E Momentary contact (two button) on OPEN, constant 
pressure on CLOSE, release of “close” button before 
full closing automatically reverses door to open posi¬ 
tion. 

R Momentary contact (single button) instantly revers¬ 
ible, reverses direction every time button is pushed 
even if in motion. 
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RESIDENTIAL-STYLES & DESIGNS 


customized designs 

The DOOR of a THOUSAND FACES is the Crawford Garage Door with 
Customized Design—the door that has brought dramatic “decorator” 
beauty, color and glamour OUTDOORS, to beautify the entire home 
frontage. 


You can select a Customized Design from the wide variety available 
from your Crawford sales representatives, or create a design of your 
own in your choice of Decorator Colors, or employing any of the 
variations pictured below. 



f [_ ~1L -J ^ I garage pop " 8 _ 


FIRST basic design and size choices 

SINGLE CAR 



RANCH-MODERN: MODEL 52 


panq 

□□□□ 

□□□□ 

□QPP 


PANEL-MODERN: MODEL 44 



RIVIERA: MODEL 53 


□□□□m 

□□□□□□ 

□□□□□□ 

□□□PP3 


CONTEMPORARY: MODEL 46 


FLUSH-MODERN: MODEL 40 


STANDARD SIZES: 8'0' wide x 7'0' high and 9'0' wide x 7'0' high 
Also available in a wide range of additional widths and heights. 

SECOND PANEL VARIATIONS 

MARVEL-LIFE HARDBOARD—Smooth, single-ply, ungrained . . . 
ideal paint-base. Guaranteed for life not to split, splinter, 
crack or delaminate. 

3-PLY DOUGLAS FIR PLYWOOD—Top quality exterior plywood. 
RAISED CARVED PANELS—Offered in wide variety of designs 
to suit every architectural motif. Matched carvings available for 
use on front door or shutters for ensemble effect. 

CARVED HARDBOARD PANELS—Regular Marvel-Life Hardboard 
carved in many designs to provide the individuality, the luxury 
engraved look at lower cost than raised carved panels. 

THIRD GLASS OPTIONS 

GLASS PANELS 

Plain or louvered glass as well as muntin windows available. 
Section panels can be left open for glass to specifications. 

FOURTH custom kit accessories 

Round and square rosettes, half round and square accent mold¬ 
ings and false louver moldings offered in more than 25 stand¬ 
ard packages. Variety of decorative effects possible is unlimited 
and you can do-it-yourself to achieve a “custom’’ door at a 
standard price. 

FIFTH SPECIAL ACCESSORIES 



For truly unusual and striking effects, special door accessories 
. . . monograms, raised hardboard silhouettes, simulated 
antique hardware, built in clocks . . . may also be applied to 
your Crawford Marvel-Lift Garage Door. 
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TWO CAR 




RANCH-MODERN: MODEL 54 

ULlUUUUDOOdl 

□□□□□□□□□a 

□□□□□□□□□□ 
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PANEL-MODERN: MODEL 48 


RIVIERA: MODEL 55 CONTEMPORARY: MODEL 410 FLUSH-MODERN: MODEL 40 

STANDARD SIZES: 15'0' wide x 7'0' high and 16'0' wide x 7'0' high 
17'0' wide x 7'0' high and 18'0' wide x 7'0' high 

Also available in a wide range of additional widths and heights. 





§@Iil l 

mmemec®' 


SPECIAL HARDBOARD OVERLAYS 

Offered in 5 designs (three illustrated above) hardboard over¬ 
lays lend themselves to a countless number of interesting, 
attractive arrangements . . . they’re inexpensive and easy 
to apply, too. 
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MARVEL-LIFT SINGLE CAR DOORS 


residential 


standard sizes 

WIDE: 8'0" 8'0" 9'0" 9'0" lO'O" 10'0" 

HIGH: 6'6" 7'0" 6'6" 7'0" 6*6" 7*0" 

THICK: 1 % standard for residential installations 



marvel-lift custom single car 
specifications for all 


Crawford residential doors 


LJ 




□□ 

□ 




m 

□□ 



□□ 

nn 

_ 

— 
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CONTEMPORARY 
MODEL 46 



RIVIERA, MODEL 53 



FLUSH-MODERN, MODEL 40 


dignified/ custom design 

The clean lines, the refined simplicity of Crawford’s Marvel- 
Lift single garage door make it one of the most popular and 
widely used residence garage doors on the market. Its basic 
beauty can be richly enhanced, furthermore, by adding color 
and the decorator accessories available in Crawford’s Cus¬ 
tomized Design Kits. 


smooth, silent action 

There is no finer mechanism on any garage door than Craw¬ 
ford’s Marvel-Lift. Torsion spring action, perfect counter¬ 
balancing plus Crawford’s new nylon-tire, 13 ball bearing 
rollers combine to provide smooth, silent, gliding action . . . 
so effortless, a small child can raise and lower the door 
easily. 

durable, dent-proof construction 

Only the very best quality of clear, edge grain Douglas Fir 
or Western Hemlock is used in Crawford door stiles and 
rails, joined by pressure-fitted, glued dowels to provide 
long-lasting strength, perfect squaring. Panels are Marvel- 
Life hardboard . . . guaranteed against splitting, splinter¬ 
ing, cracking and delamination for the life of the door. 
Plywood is also offered. 

weatherproof installation 

Wood to begin with, is a non-conductor of heat (as opposed 
to metal), so a Crawford door will keep a garage cooler in 
summer, warmer in winter. Overlapping, rabbeted joints be¬ 
tween door sections and Crawford’s inclined track, serve to 
provide a draft-free weather-tight fit when the garage door 
is closed. Crawford offers its exclusive Magi-Cote process 
(optional at small additional cost) . . . each door section is 
immersed for three minutes in Magi-Cote, a clear penetrat¬ 
ing liquid which seals all wood fibers against moisture, ter¬ 
mites, fungus, dry-rot, etc. 


specifications for all Crawford residential doors 


Residential upward acting doors to be Model_ (for 

single-car widths) or Model_ (for two-car widths) 

as manufactured by the Crawford Door Company. (Select 
model and type from this page or following pages). All wood 
after assembly to be immersed for 3 minutes in toxic, water 
repellent, wood preservative Magi-Cote. Optional at addi¬ 
tional cost. 

Wood: Wood sections shall have stiles and rails of Douglas 
Fir or Western Hemlock, dowelled and waterproof glued. 
Rails to extend full width of door. Panels to be of Va " Marvel- 
Life hardboard or of !A " 3-ply Douglas Fir plywood optional. 

Hardware: Hardware shall include safety torsion springs on 
a continuous shaft across full width of door, (except 1 car 


Fleetwood door which has “extension” springs) rust-proofed 
aircraft type cable, ball bearing rollers with both inner and 
outer races of hardened steel. Bottom corner brackets mor¬ 
tised under bottom of door and of sufficient height to be 
secured across both rail and stile. Two-car width doors to 
have suitable steel U-bar reinforcements. 


Installation & warranty: Doors shall be installed by the local 
distributor of the manufacturer, and shall be warranted 
against faulty or defective material or workmanship under 
normal operation for a period of one (1) year. Also, twenty- 
four (24) hour emergency service shall be available from 
distributor. 
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MARVEL-LIFT TWO CAR GARAGE DOORS 


STANDARD SIZES 


WIDTHS:.11'0" through 18'0" 

HEIGHTS:..6'6" through 8'0" 

THICKNESS:.13/ g " standard 

1 3 / 4 " optional 



RIVIERA 
MODEL 55 



CONTEMPORARY 
MODEL 410 



FLUSH-MODERN 
MODEL 40 


STILES AND RAILS 

thick Douglas Fir, pressure fitted, glued 
dowels. Rabbeted joint, eased edge. 


PANELS 

Marvel-Life hardboard guaranteed for life, 
standard exterior fir plywood optional. 

FINISH 

Sanded ready for paint prime coat or Magi-Cote 
processing optional at extra cost. 

HARDWARE 

Zin-Cote pure zinc coating on all hardware for 
rust resistance and appearance. Oil coating on 
moving parts. Chromium plated lock handle. 
Suitable steel U-bar reinforcements including 
vertical truss for doors 14' through 18' wide. 

GLASS ARRANGEMENTS 

Sections can be left open for glass to individual 
specification. Also available with Marvel-Lucent 
plastic panels in Riviera Model 55. 

LOCK 

5-tumbler cylinder type . . . nationally known 
make. Two keys supplied. Cylinders may be sub¬ 
stituted so house key opens garage also. 

OPERATION 

Manual, with Marvel-Lift mechanism. Or, elec¬ 
tric . . . Delco-Matic Garage Door Operator 
recommended. 



FEATURES 

1. Coated safety torsion spring mounted on one-piece continuous 
tubular steel shaft. 

2. Quiet, long-lasting aero-type cables. 

3. Zinc-plated, rust-resistant track. 

4. Bored dowel construction, pressure-fitted and glued. 

5. Sound muffling nylon tire roller ... 13 ball bearings. 

6. Eased-edge, overlapping section joints . . . weather-tight, no 
binding from paint. 

7. Moisture-proof, damage-resistant Marvel-Life panels. Guaranteed 
for life of door. 

8. Precision made, grip-tight roller brackets . . . long free-gliding 
roller shafts. 

9. Single-bar, side-mounted locking mechanism . . . damage-proof 
night latch. 

10. Heavy duty, loading-lifting corner bracket. 

11. U-bar trussing for extra strength and durability. For door 11' 
to 1 8 0". 
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FLEETWOOD SINGLE CAR GARAGE DOORS 


STANDARD SIZES 

WIDE 

HIGH 

THICK 

8'-0" 

6'-6" 

1 %" 

8'-0" 

7'-0" 

1%" 

9'-0" 

6 '- 6 ” 

1%" 

9'-0" 

7'-0" 

1%" 



marvel-lift custom two car doors 
Fleetwood single car doors 
marvel-lift S-Series two car doors 


MARVEL-LIFT 

S-SERIES TWO CAR GARAGE DOORS 


STANDARD 15'0" X 6 ’ 6 " X 1 % " 1 6 ’ 0 " X 6'6" X 1 % " 

SIZES 15'0" X 7'0" X 1 %" 1 6'0" X 7'0" x 1 3/ 8 " 
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PANEL-MODERN 

MODEL 44 


CONTEMPORARY 

MODEL 46 
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RANCH-MODERN 
MODEL 52 



FLUSH-MODERN 

MODEL 40 
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PANEL-MODERN 
MODEL 48 


RANCH-MODERN 

MODEL 54 


FLUSH-MODERN 

MODEL 40 
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SIX STANDARD STYLES —FLEETWOOD single car series 
offers deluxe sectional construction in a choice of six 
standard models. There’s a design to harmonize with any 
home . . . ranch, modern, contemporary, colonial. 

NEAT, WEATHERPROOF INSTALLATION— Operating 
mechanisms are compact, out of the way ... no project¬ 
ing arms or brackets. And when open, door is completely 
inside garage where it can’t collect rain, snow or ice. 
The Fleetwood is virtually impervious to the elements, 
too, with weathertight rabbeted joints between sections! 



FEATURES 


1. 

2 . 

3. 

4. 

5. 

6 . 

7. 

8 . 
9. 

10 . 


Double strength oil treated springs. 

Zinc-plated, rust-resistant track. 

Quiet, aero-type cable. Self-lubricating. 

300 pound test center hinge for added rigidity. 
Marvel-Life panels. Guaranteed for life of door. 
Eased-edge, overlapping section joints. 

7 ball bearing rollers, grip-tight roller brackets. 
Bored dowel construction, pressure fitted and glued. 
Double bar locking mechanism, damage-proof 
latch. 

Heavy duty bottom corner bracket. 


RICH IN APPEARANCE — YET LOW IN COST — Sep¬ 
arate hinged sections allow door to “float” straight up 
and out of the way inside the garage ... no exterior 
projection to catch rain or snow, no possibility of wind 
damage. And any damage that may occur is easily 
remedied simply by replacing the damaged section . . 
no need to replace the entire door. 

TORSION SPRING OPERATION — The finest mecha 
nism of them all, used on Crawford premium-quality 
doors, is also included in this series. 



FEATURES 

1. Coated safety torsion springs mounted on tubular 
steel shaft. 

2. Zinc-coated, rust-resistant track. 

3. Self-lubricated, quiet, aero-type cable. 

4. Heavy-duty test hinges for positive section alignment. 

5. Smooth, single-ply, weather-resistant Marvel-Life 
panels. 

6. Eased edges, overlapping section joints . . . weather- 
tight. 

7. New smooth action long life ball bearing rollers 
( nylon optional). 

8. New inverted U-bar truss for extra strength. 

9. Three additional full-length U-bar braces. 

10. Conveniently located, damage-proof night latch. 

11. Bottom corner bracket with flange mortised under 
door. 
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standard sizes 

WIDE: 8*0” 8'0" 9'0" 9'0" lO'O" lO'O" 

X X X X X X 

HIGH: 6'6" 7'0" 6'6" 7'0" 6'6" 7'0" 

THICK: 1 %" standard for residential installations 

ONE-PIECE ECONOMY DOOR 

The Thriftmaster provides for installation where minimum 
headroom (only lVi") is available. This fact permits 
considerable savings on garage side wall height. A min¬ 
imum sideroom of only 2 % " each side of opening is also 
a design feature. Simple and quick installation is pos¬ 
sible because the hardware is engineered for simplicity. 
It requires no mechanical maintenance other than a drop 
of oil every few months on rollers and pivot points. 

The weather-stripping at each side of the door shuts out 
the weather and helps to keep your garage clean, dry, 
and comfortable. 

The Thriftmaster operates outward and upward into the 
building on horizontal track, and, therefore, open door 
cannot collect snow, rain, leaves, or be whipped by the 
wind. 




LOW HEADROOM HARDWARE 



minimum 

headroom 

hardware 


DOOR 
8'0" x 
through 
lO'O" x 8'0" 

HEADROOM 

REQUIRED: 

2y 2 " 


2V- 


T 



3 


model 222 
& 223 
minimum 
headroom 
hardware 


DOOR SIZE—222: 
ll'0"x6'6" 
through 
18'0"x8'0" 

DOOR SIZE—223: 

8'0" x 6'6" 

through 

lO'O" x 8'0" 

HEADROOM 

REQUIRED: 

2y 2 " minimum 



DOOR SIZE: 

ll'O" X 6'6" 


through 
18'0" x 8*0" 


HEADROOM 

REQUIRED: 

6" minimum 


Model 1 23—Fleetwood 
Model 222—Marvel-Lift Custom Two Car 
Model 223—Marvel-Lift Custom Single Car 
Model 232—Marvel-Lift Custom Two Car 



DOOR SIZE: HEADROOM 

8'0" x 6'6" REQUIRED: 

through minimum 

lO'O" x 8'0" 



DOOR SIZE: HEADROOM 

8'0" x 6'6" REQUIRED: 
through 7 minimum 

lO'O" x 8'0" 


The low headroom hardware models illustrated above 
are designed for use with the various door models de¬ 
scribed on previous pages. For your convenience the low 
headroom model numbers and corresponding doors with 
which they may be used, are listed below: 



Model 143—Fleetwood 
Model 243—Marvel-Lift Custom Single Car 
Low headroom hardware for the Marvel-Lift S-Series line 
is also available. 


PREPARATIONS FOR RESIDENTIAL OPENINGS 
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ALL-NEW ALL-TRANSISTOR 
for all door sizes up to 18' x 8' 
operator can handle 




general 

MOTORS 



residential 


thriftmaster economy one-piece door 
low headroom hardware 
opening preparation 
delco-matic operators 
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or 










or 









1 car 


two 1 car 

2 car 


anfenna 


dash control 
push button 




receiver 

motor 

mechanism 


iver “] 
otor r- 

lism J 






wall ^ 
push button 


features 

1. Has a load-sensitive control that automatically stops the door 
instantly if it touches an obstruction. 

2. Is instantly reversible in case of emergency. 

3. Dashboard control button can turn on outside lights as it 
raises garage door, providing lighted house, yard and drive¬ 
way for safe entry and exit. 

4. Contains quick release latch inside garage to return door 
to hand operation in case of power failure. 

5. Has built-in, lifetime lubrication. 

6. A hydraulic shock absorber cushions the movement of the 
door up and down so that there is no jerk, shock, slam or bang. 
Yet, door makes a tight weather seal with the floor. 

7. Plug-in type unit makes operator easy to service. In case of 
service need, service man simply unplugs the present unit and 
plugs in a replacement. 

8. Is compact, requiring only 2Vi" over highest point of door 
travel so that it can be installed in homes with living quarters 
or deck above garage. Unit weighs only 50 pounds. 
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SPECIFICATIONS 


Overall length—124". 

Maximum carriage travel—96". 

Head room required —2Vi" above high point of door travel. 

Electrical requirements—independent circuit, 115 volts, 60 cycles, 10 amps, 
(maximum). 

Standard outlet receptacle, located on ceiling, within 6 feet of operator motor. 


CRAWFORD DOOR COMPANY 19 





















































































Available from your local dealer or from 
these Crawford Door Sales Companies 



ALABAMA 

Birmingham 4 

2630 No. 12th. Ave. 

Phone: FAirfax 2-1712 

Mobile 

P.O. Box 6037 
Phone: GR 9-4586 

ARIZONA 

Phoenix 

3808 N. Central 

Phone: CRestwood 7-5488 

\RKANSAS 

Little Rock 

317 W. Markham 
Phone: FRanklin 5-1108 

:alifornia 

Daly City 

6069 Mission 

Phone: JUniper 4-5042 

Fresno 

4579 E. Lewis 

Phone: CL 5-5276 

Modesto 

P.O. Box 3088 

Phone: LAmbert 4-5188 

Playa del Rey 

206 Montreal St. 

Phone: EAstgate 2-0347 
Sacramento 
1642-35th. St. 

Phone: GL 1-7735 
San Jose 
403 Keyes St. 

Phone: CYpress 4-5221 

COLORADO 

Colorado Springs 

1532 N. Nevada 
Phone: ME 4-2543 
Denver 1 
2536 Walnut 
Phone: CHerry 4-3114 

CONNECTICUT 

Bridgeport 5 

756 Railroad Ave. 

Phone: EDison 4-5191 

Glenbrook 

1 5 Maple Tree Ave. 

Phone: DAvis 4-5354 

DELAWARE 

Wilmington 

1022 W. 7th. St. 

Phone: OLympia 4-9282 

DISTRICT OF COLUMBIA 

Arlington, Va. 

1233 Jefferson Davis Hwy. 
Phone: OTis 4-5422 

FLORIDA 

Daytona Beach 

401 No. Beach St. 

Phone: CLinton 3-6961 

Hialeah 

4930 East 10th Lane 
Phone: MUrray 8-4513 

Hollywood 

2221 North Federal Hwy. 
Phone: 3-4194 
Jacksonville 4 
P.O. Box 2147 
101 Copeland St. 

Phone: ELgin 4-8245 
Lakeland 
2345 Tanglewood 
Phone: MUtual 2-6386 
8-3042 

Orlando 

1616 Sligh Blvd. 

P.O. Box 3242 

Pensacola 

P.O. Box 4091 

Phone: GLendale 6-1739 

Riviera Beach 

P.O. Box 473 

Phone: Victor 4-6463 


St. Petersburg 

201 17th. St. N. 

Phone: 7-8931 
Sarasota 
2163 9th. St. 

Phone: RL 6-1595 

Tallahassee 

P.O. Box 3295 M.S.S. 

Phone: 2-1971 

Tampa 

1501 Second Ave. 

P.O. Box 291 
Phone: 4-4114 
Vero Beach 
P.O. Box 1238 
Phone: JO. 2-6536 

GEORGIA 

Albany 

P.O. Box 686 
Phone: HEmlock 5-4548 

Atlanta 13 

700 Hemphill Ave., N.W. 

Phone: TRinity 6-6353 

Columbus 

P.O. Box 112 

Phone: 7-4528 

Macon 

P.O. Box 1 002 

Phone: SHerwood 3-7473 

Savannah 

Box 3551, Station B 

Phone: ADams 3-0259 

ILLINOIS 

Maywood 

815 Main Street 
P.O. Box 328 
Phone: Fillmore 4-9725 
(Chicago) 

COlumbus 1-5077 
Moline 

Airport Rd. R.R. /I 
Phone: 4-8365 

Quincy 

2000 Broadway 
Phone: BAIdwin 3-4161 
Springfield 
447 North Walnut 
P.O. Box 879 
Phone: LA. 8-3429 
Tremont 
Drawer "F” 

Phone: WAIker 5-773 1 

INDIANA 

Elkhart 

P.O. Box 665 
Phone: JAckson 4-0808 
Evansville 8 
421 Fulton Avenue 
Phone: HArrison 3-6417 
Indianapolis 20 
P.O. Box 6028 
Phone: CLifford 5-2417 

IOWA 

Cedar Rapids 

921 Norwood Drive, S.E. 
Phone: EMpire 3-1823 
Des Moines 15 
3807 S.W. Second 
Phone: CHerry 3-3706 
4-8653 

Waterloo 

215 Sipple—Evansdale 
Phone: ADams 2-5346 

KANSAS 

Wichita 12 

200 North West St. 
Phone: WHitehall 3-4946 

KENTUCKY 

Louisville 6 

2425 Lexington Road 
phone: Highland 2552-3 

LOUISIANA 

Metairie 
1118 Central 
Phone: VErnon 5-3849 
Shreveport 

P.O. Box 6325 
Phone: 7-6776, 7-7343 


> 

MAINE 

Portland 5 

61 Deane St. 

Phone: SPruce 2-2766 

MARYLAND 

Baltimore 9 

6300 Falls Road 
Phone: VAIley 5-4460 

MASSACHUSETTS 

Newton Upper Falls 64 

90 Linden Street 
Phone: Bigelow 4-5495 
Worcester 6 
Gold Star Blvd. 

Phone: PLeasant 5-2561 

MICHIGAN 

Battle Creek 

2510 Dickman Rd. 

Phone: WOodward 2-1130 
Benton Harbor 
Box 280 Yore Ave. 

Phone: WA. 7-1605 

Cadillac 

31 4 Haynes St. 

Phone: PRospect 5-3451 
Detroit 13 
1 0600 Gratiot Ave. 

Phone: WAInut 4-9300 
Flint 1 

P.O. Box 718 
Phone: CEdar 5-2573 
Grand Rapids 
1222 Burton, S.E. 

Phone: CHerry 3-3653 
Kalamazoo 24 
1919 Factory Ave. 

Phone: FL. 4-0183 
Lansing 6 
310 Beaver Street 
Phone: IVanhoe 5-3769 
Monroe 

2036 N. Monroe St. 

Phone: CHerry 1-5630 

Muskegon 

537 Creston St. 

Phone: 73-1445 
Port Huron 
724 10th Avenue 
Phone: YUkon 4-4164 
Ypsilanti 

5046 W. Michigan 
Phone: HUnter 3-4563 

MINNESOTA 

Minneapolis 5 

1 26 North First Street 
Phone: FRanklin 4-3606 

St. Paul 7 

Raymer Hardware Co. 

41 East Fairfield 
Phone: CApitol 7-6681 

MISSISSIPPI 
Jackson 
P.O. Box 1313 
Phone. FLeetwood 5-6478 

MISSOURI 

Kansas City 30 

5001 East 59th Street 
Phone: PR 2-6500 
St. Louis 4 
1617 Lafayette Ave. 

Phone: PR 2-6500 

Springfield 

327 Booneville Ave. 

Phone: UN 6-5041 

MONTANA 

Billings 

P.O. Box 1768 
Phone: 9-2463 

NEBRASKA 
Hastings 
1751 West 2nd 
Phone: 2-4175 
Lincoln 

E. Street at 27th 
Phone: 5-3215 

Omaha 2 

1 122 No. 19th Street 
Phone: WEbster 7262 


NEW HAMPSHIRE 

Manchester 

Route #1, Box 219A 
Phone: NAtional 2-4274 

NEW JERSEY 

Boonton 

Vreeland Ave. R. D. 1 
Phone: DEerfield 4-3018 
Middletown 
68 Cherry Tree Farm Rd. 
Phone: OSborne 1-1032 
Saddle Brook 
487 Market Street 
Saddle Brook 
P.O. Box Rochell Park 
Phone: HUbbard 9-5908 
Watchung 
700 Somerset St. 

Phone: PLainfleld 4-9266 

West Orange 

106 Whittingham PI. 

Phone: ORange 2-1400 

NEW MEXICO 

Albuquerque 

1726 Lomas Blvd., N.E. 

P.O. Box 681 
Phone: CHapel 3-6638 

NEW YORK 

Amityville L. I. 

I 8 William St. 

Phone: MYrtle 1 -7000 
Bedford Hills 

140 Green Lane 

Phone: MOunt Kisco 6-4566 

Buffalo 11 

587 Winslow Avenue 

Phone: Fillmore 3800 

Jamestown 

1292 E. 2nd St. 

Phone: 4897 

Rensselaer 

Sherwood Park 

Phone: ALbany 77-3374 

Rochester 

230 Blakeslee St. 

Phone: HOpkins 7-2391 
Syracuse 

100 Hiawatha Blvd. E. 
Phone: HArrison 2-0191 
Utica 3 

II 55 Mohawk 

Phone: RAndolph 4-6444 

NORTH CAROLINA 
Charlotte 

3024 Bank Street 
Phone: JAckson 3-3935 
Raleigh 
P.O. Box 6323 
Phone: TEmple 2-871 1 

OHIO 

Ashtabula 

1105 E. 1 8th. St. 

Phone: WO. 40-216 
Cincinnati 8 
3650 Hyde Park Ave. 
Phone: EAst 1-2822 
Cleveland 28 
16812 Miles Rd. 

Phone: SKyline 1-2600 
Columbus 23 
422 Brehl Avenue 
Phone: BRoadway 9-8629 
Dayton 5 

1936 North Main Street 
P.O. Box 5 
Riverdale Station 
Phone: CRestview 5-1145 

Girard 

886 Shannon Road 
Phone: LI 5-1030 
Hamilton 
320 East Ave. 

Phone: 2-6411 
Lima 

763 W. North St. 

Phone: CApital 9-681 1 


Mansfield 

79 Glessner Ave. 

Phone: LAfayette 2-3826 
Newbury 
Stone Road 
North Canton 20 
619 - 9th St., West 
P.O. Box 2133 
Phone: HY 9-2253 
Painesville 
39 Heckathorne Dr. 

Phone: ELmwood 2-4054 

Steubenville 

Cadiz Rd. RD 2 

Phone: ATIantic 2-9651 

Tallmadge 

767 North Ave. 

Phone: 

MEadowbrook 3-2326 

Toledo 2 

31 1-315 Tenth Street 
Phone: CHerry 8-4606 

OKLAHOMA 

Lawton 

1 8 C Avenue 
Phone: ELgin 3-1792 
Oklahoma City 7 
3841 N. W. 10th St. 

Phone: Windsor 3-4468 
Tulsa 4 

1215 South Evanston 
Phone: WEbster 9-7424 

OREGON 

Portland 1 

4728 S. W. Macadam 
Phone: CA 7-2658 

PENNSYLVANIA 

Erie 

2001 West 12th St. 

Phone: 6-2929 
Harrisburg—Paxtang 
31 S. 31st Street 
Phone: CEdar 4-5075 
Pittsburgh 36 
Cochran Hill Road 
Phone: TUxedo 4-0300 
Scranton 3 
313 Mulberry Street 
Phone: Diamond 2-9231 
Williamsport 
800 Race Street 
Phone: 3-461 1 

RHODE ISLAND 

Pawtucket 

Pommenville St. 

P.O. Box 643 

Phone: PAwtucket 5-3347 

NORTH CAROLINA 

Summerville 

607 N. Hickory 

Phone: TRemont 3-8726 

Columbia 

1231 Pine Belt Rd. 

Phone: SUnset 7-9985 

SOUTH DAKOTA 

Sioux Falls 

113 N. Main St. 

Phone: 4-7757 

TENNESSEE 

Chattanooga 7 

P.O. Box 226 

Phone: MAdison 2-9964 

Knoxville 19 

1915 W. Cumberland Ave. 

Phone: JAckson 5-1691 

Nashville 3 

1 38 1 3th Ave., No. 

Phone: ALpine 6-2621 

TEXAS 

Abilene 

1757 Wychwood 
Phone: ORchard 2-3641 

Austin 

708 S. Lamar 
Phone: Hickory 2-6761 


Corpus Christi 

3237 Lexington Blvd. 

Phone: UL 2-6643 
Dallas 35 
2622 Fielder Court 
Phone: FL 7-4679 
El Paso 

1 830 Texas Street 

P.O. Box 1442 

Phone: KEystone 3-4481-2 

Houston 21 

P.O. Box 14338 

Phone: OLive 4-4325 

Lubbock 

4302 47th St. 

P.O. Box 3023, Elwood Sta. 
Phone: SWift 9-6101 

Odessa 

3001 N. Golder 
P.O. Box 71 
Phone: FEderal 2-3122 
San Angelo 
1308 West Beauregard 
Phone: 7776 
San Antonio 
4 1 1 Olmos Dr. 

Phone: PErshing 5-3521 
Tyler 

Rt. 2, Dallas Highway 
Phone: LYric 3-2901 

Waco 

Rt. 9, Box 1154 
Old Dallas Highway 
Phone: PLaza 4-5366 
Westlaco 
925 W. Hwy. 

P.O. Box 17 

Phone: WOodland 8-2420 

UTAH 

Salt Lake City 1 

987 So. West Temple 
Phone: DAvis 8-8646 

VIRGINIA 

Arlington 2 

1233 Jefferson Davis Hwy. 
Phone: OTis 4-5422 
Richmond 
21 st & Stockton Sts. 

Phone: BEImont 3-6967 
Roanoke 

210 Fourth St., S.W. 

Phone: Diamond 4-9285 

WASHINGTON 

Seattle 4 

3320 Airport Way 
Phone: MAin 3-8350 
Spokane 31 
P.O. Box 4061 
Phone: WAInut 6-1674 
Tacoma 

Roy V. Stratton, Inc. 

1751 Center St. 

Phone: FUlton 3-2151 

WEST VIRGINIA 

Beckley 

204 N. Oakwood 
P.O. Box 1 1 49 
Phone: CLifford 3-8392 
Bluefield 
612 Bluefield 
Phone: DA 7-9315 
Huntington 
204 21st St. 

Phone: JAckson 9-7186 

WISCONSIN 

Milwaukee 14 

8251 W. Greenfield Ave. 
Phone: SPring 4-8500 

CANADA 

Ottawa, Ontario 3 

335 Roosevelt Avenue 
Phone: PArkway 2-6581 

MEXICO 

Mexico City, D.F. 

Schumann 1 47 
Phone: 25-28-94 
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